
High levels of impact sound reduction

Suitable for commercial and domestic applications

Manufactured from recycled materials

Can be used to reduce low frequencies and vibration

For help choosing the right product for your project please contact Thermal Economics
Technical Department on 01582 544255

For all our Acoustic & Thermal insulation products visit www.thermal-economics.co.uk



Impact sound reduction
up to �Lw = 35dB

Impact sound lab test results
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17/8 below 50mm screed = 32dB ��w

8/4 below 80mm screed = 30dB ��w

8/4 below 50mm screed = 25dB ��w

Easy to install

Approved Document Part E
compliant solutions available

Suitable for use with under
floor heating

Suitable for use with flow
screeds

Provides low frequency /
vibration isolation

High performance acoustic
resilient layer

Product Data
Thickness:   17/8mm or 8/4mm
Roll Size: 8000mm x 1250mm
Dynamic Stiffness: 17/8 = 7MN/m3

8/4 = 18MN/m3

Max Pressure:  0.03N/mm2

Easy to install

Isorubber Wave is an extremely high
performance acoustic and vibration
isolation mat for use in domestic and
commercial applications where  very
high levels of impact sound are expected.

The 3D shaped underside of Isorubber
Wave has been designed reduce its
dynamic stiffness, providing exceptional
levels of impact sound reduction.

Strips of Isorubber Wave
should be cut and used to
isolate the screed from walls.

Flexible sealant used
to isolate the plasterboard
and skirting from the screed.

Edge Detail

Isorubber  products are
predominantly made from
recycled waste rubber
providing a purpose for
materials that would
otherwise go to landfill.

Made from recycled
waste material



Product Data
Thickness:   17/8mm
Roll Size: 8000mm x 1250mm
Dynamic Stiffness: < 18MN/m3

Max Pressure:  0.10N/mm2

Impact sound reduction
up to �Lw = 32dB

Impact sound lab test results
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17/8 below 60mm screed = 28dB ��w

17/8 below 50mm screed = 26dB ��w

Easy to install

Approved Document Part E
compliant solutions available

Suitable for use with under
floor heating

Suitable for use with flow
screeds

Provides low frequency /
vibration isolation

High performance acoustic
resilient layer

Isorubber Profile is a high performance
acoustic and vibration isolation mat for use
in domestic and commercial applications
where high levels of impact sound are
expected.

The 3D shaped underside of Isorubber
Profile has been designed reduce its
dynamic stiffness, providing greater levels
of impact sound reduction.

Strips of Isorubber Profile
should be cut and used to
isolate the screed from walls.

Flexible sealant used
to isolate the plasterboard
and skirting from the screed.

Edge Detail

Isorubber  products are
predominantly made from
recycled waste rubber
providing a purpose for
materials that would
otherwise go to landfill.



For help choosing the right product for your project please contact Thermal Economics
Technical Department on 01582 544255

For all our Acoustic & Thermal insulation products visit www.thermal-economics.co.uk


